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Wednesday, April 19, 2023 - 3:00 P.M.
If you need an accommodation to participate in this meeting, please call (530) 895-4711

Posted Prior to 3:00 PM
Friday, April 14, 2023

AGENDA
Call to Order

Public Comments

Members of the public may address the Committee at this time on any matter not
already listed on the Agenda, with comments being limited to three minutes. The
Committee cannot take any action at this meeting on requests made under this section
of the agenda.

Bocce Court Installation Project (Staff report FA-23-003)
District staff will provide an update on the Bocce Court Installation Project.

Chapman Neighborhood Park Renovation Project (Staff report FA-23-004)
District staff will provide an update on Chapman Neighborhood Park Renovation
Project.

Community Center Construction (Staff report FA-23-005)
District staff will provide information related to a potential renovation in the
Community Center to accommodate the growing workforce.

ADA Improvements in Community Center Parking Lot (Staff report FA-23-006)
District staff are addressing American with Disabilities Act improvements to the
parking lot at the Community Center.

Community Park Lighting Replacement (Staff report FA-23-007)
District staff will present a potential project to replace old lighting at Community Park
using a reallocation of $26,000 savings from the HVAC project at the DFJ.

Softball/Baseball Field Evaluation (Staff Report FA-23-008)
District staff will present options for adding additional ball fields.

Capital Improvement Plan
District staff will provide an update on the five-year Capital Improvement Plan.

Banner Sponsorship Program (Staff report FA-23-009)
District staff will present a potential framework for field users to utilize CARD parks
for their internal sponsorship programs.



s FACILITY COMMITTEE AGENDA
a A Committee of the Chico Area Recreation and Park District Board

Members — Michael McGinnis and Dave Donnan
Wednesday, April 19, 2023 - 3:00 P.M.
If you need an accommodation to participate in this meeting, please call (530) 895-4711

11. Golf Complex Update (Staff report FA-23-010)
District Staff will provide an update on a potential Golf Complex that is being
proposed as a private venture.

12. Staff Comments
Opportunity for Staff to comment on items not listed on the agenda.

13. Directors’ Comments
Opportunity for the Committee to comment on items not listed on the agenda.

14. Adjournment
Adjourn to the next scheduled Facilities Committee Meeting.



Chico Area Recreation and Park District Board of Directors
Facility Committee

Staff Report FA-23-003

STAFF REPORT

DATE: April 19, 2023
TO: Board of Directors
FROM: Scott Schumann, Parks and Facilities Manager

SUBJECT: Bocce Court Installation Project

At the February Board meeting, Billson Construction Company (BCC) was selected for the Bocce
Court project. Contract documents have been drafted and sent to BCC. A project schedule is
anticipated in the coming days. Once the project timeline is solidified, a groundbreaking/kick-
off event will be scheduled.

The Chico Bocce club has committed to a donation of $27,450 for additional project amenities,
including benches, bleachers, a decomposed granite picnic area, and a bike rack. These
additions were included in BCC's contract.

545 Vallombrosa Avenue, Chico, CA 95926 | Phone (530) 895-4711 Fax (530) 895-4721
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Chico Area Recreation and Park District Board of Directors
Facility Committee

Staff Report FA-23-004

STAFF REPORT

DATE: April 19, 2023
TO: Board of Directors
FROM: Scott Schumann, Parks and Facilities Manager

SUBJECT: Chapman Neighborhood Park Renovation Project

A mandatory Pre-Bid Walk was held on March 14™, 2023. The walk was attended by five
potential bidders, in addition to other subcontractors and representatives. Attendance was
impacted by the inclement weather experienced that week.

Following the Bid-Walk, addendums were published to respond to questions and provide
clarifications to technical specifications.

Three bids were submitted and are presented for the Committee’s review and recommendation
to the Board for selection.

The District proceeded with the direct purchase of several park amenities in an effort to reduce
lead times, leverage government procurement discounts, and reduce administrative costs and
contractor fees.

Direct purchases are several core elements specified in the grant and include the following:
- Play Structure
- Fitness Station Equipment
- DFJ Themed Shade Structure
- Large Picnic Structure
- Acorn Themed Dump/Splash Bucket
- 2 Multigoal Hoops for Futsal
- Restroom/Pool Pump Room

The park’s completion is projected for the fall of 2023.

545 Vallombrosa Avenue, Chico, CA 95926 | Phone (530) 895-4711 Fax (530) 895-4721
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51 |Lighting at Shade Structures 1 LS $ 5,850.00 | $ 5,850.00
52 {Electrical Infrastructure Install (at Panel & In Ground) 1 LS $ 62,712.00 | $ 62,712.00
53 |Project Permits 1 LS $ 1,755.00 | $ 1,755.00
54 ]90-Day Maintenance Period 1 LS $ 17,550.00 | $ 17,550.00
[BASE BID TOTAL [s 316910893 |

PH- 1



ADD ALTERNATE BID ITEMS - PER HIGHEST CLIENT PRIORITY

NO. ITEM QryY UNIT UNIT PRICE TOTAL
1 |Entry Archway Park Sign 1 S |$ 90,340.00 | $ 90,340.00
2 |Salmon Fish Concrete Climbers 1 LS $ 13,455.00 | $ 13,455.00
3 [Alligator Concrete Climber 1 LS $ 37,44000 | $ 37,440.00
4 |Slurry Seal Finish and Replace Existing Striping @ Existing Parking Lot 1 LS $ 16,637.00 | $ 16,637.00
5 15 Wide Concrete Path Around Turf Field 1 LS $ 35,439.00 | $ 35,439.00
6 |installation of KLD-03 Rope Climber Spinner 1 LS $ 8,655.00 | $ 8,655.00
7 Pre- Fabricated Garden Shed — Lowes Heartland Soho 8'X12" Lean-To, Or 1 LS s 859900 | 3 8,599.00
Approved Equal
8 |Garden Layout Table and Benches Per Landscape Architect Spec 1 LS $ 4,680.00 | $ 4,680.00
9 |Decomposed Granite Inside Garden Fencing 1 LS $ 15,912.00 | $ 15,912.00
10 [Pollinator Garden: All Included Elements 1 LS $ 31,590.00 | $ 31,590.00
11 |Small Cantilever Shade Structure 1 LS $ 9,038001% 9,038.00
12 |6’ tail black vinyl fence to trash enclosure 1 LS $ 8,014.00 1 § 8,014.00
TOTAL ADD ALTERNATE BID $ 279,799.00
DEDUCT ALTERNATE BID ITEMS
NO. ITEM QTY UNIT UNIT PRICE TOTAL
1 1 LS |3 $
TOTAL DEDUCT ALTERNATE BID $
Notes:
i Contractors must use this form to provide bids (no exceptions or alterations are permitted).
#HH# Bid item totals must roll up to the base bid total and include all materials and labor required for a complete installation.

Total Lump Sum Base Bid

$ 3,169,108.00

Total Add Alternate Bid

$ 279,799.00

Total Base Bid and Add Alternate

$ 3,448,907.00 (In Figures)

Three million, four hundred forty eight thousand nine hundred & seven dollars

Bid amount of each of the above bid items fbe filled in andtompleted in ink.

S 7 / / L

(In Words)



Schedule C

PO Box 6310
Chico, CA 95927
Office: (530) 899-1104

Equipment & Labor Rates

Equipment Per Hour
Truck with Lowbed & Driver S 170.00
Truck with End Dump & Driver ) 170.00
Dump Truck with Driver S 165.00
Water Truck with Driver S 165.00
Water Wagon 500 gal S 75.00
Excavator CAT 308 to CAT 315 or Equal S 225.00
Backhoe Case 580K or Equal S 150.00
Skip Loader John Deere 310L or Equal S 150.00
Roller 48" Smooth Drum or Equal S 150.00
Dozer CAT D5K2 to D6N or Equal S 225.00
Skip Steer CAT 249D or Equal S 150.00
Supply Trailer 8'x14"' S 25.00
Service Truck 1/2 Ton or 1 Ton S 30.00
Pressure Washer S 60.00

Labor Rates Per Hour
Operators S 110.00
Laborers S 125.00

PH-12A




Document A310™ - 2010

Conforms with The American Institute of Architects AIA Document 310

Bid Bond

CONTRACTOR: SURETY:

(Name, legal status and address) (Name, legal status and principal place of business)

Schreder & Brandt MFG, Inc. Hartford Fire Insurance Company

PO Box 6310 One Hartford Plaza This document has important

Chico, CA 95927 Hartford, CT 06155-0001 legal consequences. Consultation
Mailing Address for Notices with an attorney is encouraged
One Hartford Plaza with respect to its completion or

. modification,

OWNER: Hartford, CT 06155 - 0001

(Name, legal status and address) Any singular reference to

Chico Area Recreation and Park District Contractor, Surety, Owner or

other party shall be considered
545 Vallombrosa Avenue plural where applicable.

Chico, CA 95926

BOND AMOUNT: Ten (10%) Percent of Amount Bid
PROJECT:

(Name, location or address. and Project number, if any)
Project Name: Chapman Park Renovation; Project Location: 775 E 16th St, Chico, CA 95928

The Contractor and Surcty arc bound to the Owner in the amount st forth above, for the payment of which the Contractor and Surcty bind
themselves, their hicirs, exccutors, administrators, successors and assigns, jointly and severally, as provided herein. The conditions of this
Bond are such that if the Owner accepts the bid of the Contractor within the time specified in the bid documents, or within such time period
as may be agreed to by the Owner and Contractor, and the Contractor either (1) enters into a contract with the Owner in accordance with
the terms of such bid, and gives such bond or bonds as may be specitied in the bidding or Contract Documents, with a surety admitted in
the jurisdiction of the Project and otherwisc acceptable to the Owner, for the faithful performance of such Contract and for the prompt
payment of labor and material fumished in the prosecution thereof: or (2) pays to the Owner the difference, not to exceed the amount of
this Bond, between the amount specificd in said bid and such larger amount for which the Owner may in good faith contract with another
party to perform the work covered by said bid, then this obligation shall be null and void, otherwise to remain in (ull force and ellect. The
Surety hereby waives any notice of an agreement between the Owner and Contractor t extend the time in which the Owner may uccept the
hid. Waiver of notice hy the Surety shall notapply to any extension exceeding sixty (60) days in the aggregate beyond the time for
ucceptance of bids specilied in the bid documents, and the Owaner und Contractor shall obtain the Surety's consent for an extension beyond
sixty (60) days.

If this Bond is issued in conncection with a subcontractor's bid to a Contractor, the term Contractor in this Bond shall be deemed to be
Subcontractor and the term OQwaer shall be deemed to be Contractor.

When this Bond has been turnished to comply with a statutory or other legal requirement in the location of the Project, any provision in
this Bond contlicting with said statutory or legal requirement shall be deemed deleted herelrom and provisions conforming to such
statutory or other legal requirement shall be deemed incorporated herein, When so Jumishied, the intent is that this Bond shall be construed
as a statetory bond and not as a common law bond.

Signed and scaled this ~ 24th  day of March, 2023.

] Schreder & Brandt MFG, Inc.
‘ = (Principal) (Seal)
Witness) ' %}/
itne \'Z:// Zm (?/A W (AT w By: /W

dill) B SAUD L. S 20l T eSO

- Hartford Fire insurance Company
(Surety) Seal)
(Witness) K@'Wapato, Witness By%mmm
(Title) ETIN Brown Attorney-in-Fact

S-0054/AS 8/10



CALIFORNIA ACKNOWLEDGMENT CIVIL CODE § 1189

A notary public or other officer completing this certificate verifies only the identity of the individual who signed the document
to which this certificate is attached, and not the truthfulness, accuracy, or validity of that document.

State of California }
County of B M
on_W DA At . 2023 beforeme, Vo - Core z«\wf,\ RueN, ki, Po\\‘;\
Date Here Insert Name and Title of the Off:cer'
personally appeared Sew %w)\ . %AA s e }\ &
Name(s) of Signer(s)

who proved to me on the basis of satisfactory evidence to be the person(s) whose name(s) is/are subscribed
to the within instrument and acknowledged to me that he/she/they executed the same in his/her/their
authorized capacity(ies), and that by his/her/their signature(s) on the instrument the person(s), or the entity
upon behalf of which the person(s) acted, executed the instrument.

| certify under PENALTY OF PERJURY under the
‘laws of the State of California that the foregoing

K. CARMICHAEL -BUELL paragraph is true and correct.
Notary Pubtic - California

Butte County WITNESS my hand and official seal.
Commlssmn #2308572

Signature K/L—-ﬂ @"‘L

Place Notary Seal and/or Stamp Above Slgnature of Notary Public
OPTIONAL

Completing this information can deter alteration of the document or
fraudulent reattachment of this form to an unintended document.

Description of Attached Document
Title or Type of Document: _ & &  Bou d

Document Date: Number of Pages:

Signer(s} Other Than Named Above:

Capacity(ies) Claimed by Slgner(s)

Signer’'s Name: Signer’s Name:

0O Corporate Officer — Title(s): O Corporate Officer — Title(s):

O Partner — O Limited O General O Partner — 1 Limited O General

0O individual 0O Attorney in Fact 0O individual 0O Attorney in Fact

O Trustee O Guardian or Conservator 0 Trustee 00 Guardian or Conservator
0 Other: O Other;

Signer is Representing: Signer is Representing:

©2019 National Notary Association



A Notary Public or other officer completing this certificate verifies only the identity of the
individual who signed the document to which this certificate is attached, and not the truthfulness,

accuracy, or validity of that document.

State of California

County of Los Angeles

OnMAR 24 Zuzaoefore me, Ethan Spector, Notary Public, personally appeared Erin Brown who
proved to me on the basis of satisfactory evidence to be the personfs) whose namefs) is/are
subscribed to the within instrument and acknowledgment to me that he/she/they executed the
same in his/her/their authorized capacity(tes), and that by his/her/their signaturefs) on the
instrument the person{s), or the entity upon behalf of which the person{s) acted, executed the

instrument.

I certify under PENALTY OF PERJURY under the laws of the
State of California that the foregoing paragraph is true and correct.

Notary Public - California
Los Angeles County

5/ commission # 2308417 :
Ky Comm. Expires Oct 11, 2023 %_N
Signature

Ethan Spector, Notary Public

Witness my hand and official seal.




Direct Inquiries/Claims to:
THE HARTFORD

BOND, T-11
POWER OF ATTORNEY ik,
Hartford, Connecticut 06155
Bond.Claims@thehartford.com

call: 888-266-3488 or fax: 860-757-5835

KNOW ALL PERSONS BY THESE PRESENTS THAT: Agency Name: LOCKTON INSURANCE BROKERS LLC
Agency Code: 72-251265

Hartford Fire Insurance Company, a corporation duly organized under the laws of the State of Connecticut

Hartford Casualty Insurance Company, a corporation duly organized under the laws of the State of Indiana

l:l Hartford Accident and Indemnity Company, a corporation duly organized under the laws of the State of Connecticut
Ij Hartford Underwriters Insurance Company, a corporation duly organized under the laws of the State of Connecticut
:] Twin City Fire Insurance Company, a corporation duly organized under the laws of the State of Indiana

[: Hartford Insurance Company of Illinois, a corporation duly organized under the laws of the State of Illinois

|:] Hartford Insurance Company of the Midwest, a corporation duly organized under the laws of the State of Indiana
[ ] Hartford Insurance Company of the Southeast, a corporation duly organized under the laws of the State of Florida

having their home office in Hartford, Connecticut, (hereinafter collectively referred to as the “Companies”) do hereby make, constitute and appoint,
up to the amount of Unlimited

Martha Barreras, Michelle Haase, Janina Monroe of Irvine CA, B. Aleman, Erin Brown,

Sarah Campbell, Lisa Crail, D. Garcia, Simone Gerhard, Emily Newell, Timothy J.

Noonan, Jennifer Ochs, Aidan Smock, Edward C. Spector, Ethan Spector, Marina Tapia,

Adriana Valenzuela, KD Wapato of LOS ANGELES, California

their true and lawful Attorney(s)-in-Fact, each in their separate capacity if more than one is named above, to sign its name as surety(ies) only as
delineated above by [X], and to execute, seal and acknowledge any and all bonds, undertakings, contracts and other written instruments in the
nature thereof, on behalf of the Companies in their business of guaranteeing the fidelity of persons, guaranteeing the performance of contracts and
executing or guaranteeing bonds and undertakings required or permitted in any actions or proceedings allowed by law.

in Witness Whereof, and as authorized by a Resolution of the Board of Directors of the Companies on May 23, 2016 the Companies
have caused these presents to be signed by its Assistant Vice President and its corporate seals to be hereto affixed, duly attested by its Assistant
Secretary. Further, pursuant to Resolution of the Board of Directors of the Companies, the Companies hereby unambiguously affirm that they are
and will be bound by any mechanically applied signatures applied to this Power of Attorney.

2‘&'”:;:;;:\%
0.

Shelby Wiggins, Assistant Secretary Joelle L. LaPierre, Assistant Vice President

STATE OF FLORIDA
ss. Lake Mary

COUNTY OF SEMINOLE

On this 20th day of May, 2021, before me personally came Joelle LaPierre, to me known, who being by me duly sworn, did depose and say: that
(s)he resides in Seminole County, State of Florida; that (s)he is the Assistant Vice President of the Companies, the corporations described in and which
executed the above instrument; that (s)he knows the seals of the said corporations; that the seals affixed to the said instrument are such corporate seals;
that they were so affixed by authority of the Boards of Directors of said corporations and that (s)he signed his/her name thereto by like authority.

"oy
b e

% o 1
r Jessica Ciccone
o

My Commission HH 122280
Expires June 20, 2025

I, the undersigned, Assistant Vice President of the Companies, DO HEREBY CERTIFY that the above and foregoing is a true and correct

copy of the Power of Attorney executed by said Companies, which is still in full force effective as of M ! R 2 : % 2323 .

Signed and sealed in Lake Mary, Florida.
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Keith D. Dozois, Assistant Vice President
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Chico Area Recreation and Park District Board of Directors
Facility Committee

Staff Report FA-23-005

STAFF REPORT

DATE: April 19, 2023
TO: Board of Directors
FROM: Scott Schumann, Parks and Facilities Manager

SUBJECT: Community Center Construction

As the District experiences change in certain business units, challenges are encountered with
physical space in the Community Center. One example is eliminating in-house IT support and
expanding the Facility Rentals and Special Events divisions.

To maximize Community Center space, staff propose modifying the existing space at the North
Entrance to the Community Center, specifically, creating an office with a communication window
where the current service desk is located.

This modified office will optimize the available space to house two event staff offices while
providing secure storage and maintaining the service nature of the area during events and
programs. The new office wall will host a communications screen displaying renter information
or cycle upcoming events and programs.

The in-house Project Crew will do the work on this project. The estimated cost for materials,
including a contingency, is $20,000. There is ample funding in the current budget to

accommodate this project.

A tour of the location will be conducted during the Facility Committee meeting.

545 Vallombrosa Avenue, Chico, CA 95926 | Phone (530) 895-4711 Fax (530) 895-4721
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Chico Area Recreation and Park District Board of Directors
Facility Committee

Staff Report FA-23-006

STAFF REPORT

DATE: March 30, 2023
TO: Board of Directors
FROM: Scott Schumann, Parks and Facilities Manager

SUBJECT: ADA Improvements in Community Center Parking Lot

As part of the ADA improvements identified in the transition plan, the Community Center's
parking lot (site plan attached) will undergo a holistic ADA upgrade that includes the installation
of accessible stall dimensions, truncated domes, ramps, and modifications to the slope grades in
addition to crack filling, sealing, and line painting.

Engineer estimates for the improvements are approximately $94,000. Including a 15%
contingency, the total project budget is $108,000 and within the 2022-2023 ADA improvement
allocation.

The project will go through the bid process and be brought to the Board for award selection.

545 Vallombrosa Avenue, Chico, CA 95926 | Phone (530) 895-4711 Fax (530) 895-4721
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EXISTING STORM DRAIN INLET

EXISTING TREE

EXISTING SIGN

MANGROVE AVE

EXISTING IRRIGATION CONTROL VALVE

EXISTING SITE LIGHTING
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EXISTING CONCRETE
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PROJECT SITE
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DEMOLITION PLAN

DETAILS
EROSION CONTROL PLAN

ABBREVIATIONS

AC ASPHALT CONCRETE

ADA AMERICANS WITH DISABILITIES ACT
CONC  CONCRETE

FC FACE OF CURB

GB GRADE BREAK

IRR IRRIGATION

SD STORM DRAIN

SW SIDEWALK

TBC TOP BACK OF CURB

GENERAL NOTES

1. ALL WORK IN THE PUBLIC RIGHT OF WAY SHALL BE DONE IN ACCORDANCE WITH THE CITY OF CHICO IMPROVEMENT STANDARDS AND SPECIFICATIONS, AND
APPLICABLE PORTIONS OF THE STATE OF CALIFORNIA DEPARTMENT OF TRANSPORTATION STANDARD PLANS AND SPECIFICATIONS DATED 2018. CONTRACTOR
SHALL HAVE SIGNED PLANS IN HIS POSSESSION PRIOR TO COMMENCEMENT OF WORK.

2. PRIOR TO THE START OF CONSTRUCTION THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING ALL UTILITY COMPANIES AND/OR UTILITY DISTRICTS
AS TO THE LOCATION OF ALL UNDERGROUND FACILITIES. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE LOCATION OF ALL UNDERGROUND FACILITIES OR
OTHER BURIED OBJECTS WHICH MAY BE ENCOUNTERED BUT WHICH ARE NOT SHOWN ON THESE PLANS. THE CONTRACTOR SHALL CALL UNDERGROUND
SERVICE ALERT (USA) AT (800) 642—2444 AT LEAST 3 DAYS PRIOR TO CONSTRUCTION.

3. THE CONTRACTOR SHALL REQUEST CONSTRUCTION STAKES FOR ANY PARTICULAR PHASE OF WORK AT LEAST 72 HOURS PRIOR TO COMMENCEMENT OF
CONSTRUCTION. CONTRACTOR SHALL REQUEST A FORM OR GRADE STAKE PRIOR TO PLACING OF IMPROVEMENTS.

4. NORTHSTAR ASSUMES NO RESPONSIBILITY FOR ANY WORK CONSTRUCTED IF STAKED BY OTHERS.

5. PRIOR TO ANY CORRECTIVE ACTION BY THE CONTRACTOR WHICH IS NECESSARY DUE TO STAKING ERRORS, THE CONTRACTOR SHALL NOTIFY THE ENGINEER
FOR RE—STAKING AND VERIFICATION OF PREVIOUS STAKING. THE ENGINEER ASSUMES NO LIABILITY FOR THE COST INCURRED FOR THIS WORK.

6. CONTRACTOR TO BE RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING MONUMENTS AND OTHER SURVEY MARKERS DURING CONSTRUCTION.
MONUMENTS OR MARKERS DESTROYED DURING CONSTRUCTION SHALL BE REPLACED AT CONTRACTOR’S EXPENSE.

ALL SUCH

7. ALL PERMITS NECESSARY FOR THIS JOB ARE TO BE ACQUIRED BY THE CONTRACTOR.
8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF ALL ESTIMATES AND QUANTITIES.

9. SHOULD CONSTRUCTION ACTIVITIES EXPOSE BURIED ARTIFACTS OR OTHER EVIDENCE OF EARLY HISTORIC OCCUPATION. A QUALIFIED ARCHEOLOGIST SHALL
BE CONTACTED IMMEDIATELY. ALL CONSTRUCTION ACTIVITIES SHALL BE HALTED UNTIL HIS RECOMMENDATIONS ARE IMPLEMENTED.

10. EXISTING FACILITIES IN CONFLICT WITH IMPROVEMENTS ARE TO BE RELOCATED OR ADJUSTED TO GRADE AT THE DEVELOPER'S EXPENSE.
11. ANY PRIVATE FACILITIES AND UTILITIES IN CONFLICT WILL BE RELOCATED AT THE DEVELOPER’S EXPENSE.

12. CONSTRUCTION ACTIVITIES SHALL BE SCHEDULED THAT DIRECT TRAFFIC FLOW TO OFF—PEAK HOURS AS MUCH AS POSSIBLE AND TEMPORARY TRAFFIC
CONTROL SHALL BE PROVIDED DURING ALL PHASES OF CONSTRUCTION TO IMPROVE TRAFFIC FLOW AS DEEMED APPROPRIATE BY THE DPW.

Designed: RDG Revision Date By

S @ NORTHSTAR CHICO AREA REC. AND PARK DIST. SITE AND DEMOLITION PLAN

Approved ~ esigning solutions 545 VALLOMBROSA AVE CARD ADA SITE IMPROVEMENTS

Date oG G o100 wmcerbamngo CHICO, CALIFORNIA 95926 APN Number Job Number | o Scale | g or s
MARCH 2023 003-243-020 23-026 Horz. Vert
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TYPICAL

NON—TRAFFIC RATED SIDEWALKS

B TYPICAL TRAFFIC RATED CONCRETE SECTION c

TYPICAL VERTICAL CURE DETAILS

D TYPICAL RETAINING CURE DETAIL E

TYPICAL ADA PARKING DETAILS & SIGNAGE

4" THICK CONCRETE
4000 PSI @ 28 DAYS

NOT TO SCALE

AR 2% MAX 174" R.
|__I||_||:m—_ < : Aq B 4 a a [TI—ITTT—
T IR <=1

PRI T=11=
1= —— . I[I=][:

2” THICK SAND CUSHION OR CLASS 2 AGGREGATE

BASE.

NOTES:

1. INSTALL SCORE AND EXPANSION JOINTS PER ARCHITECTS PLANS.

COMPACT 6" SUBGRADE TO 95% RD.

SPACE

SCORE JOINTS NO FURTHER THAN SIDEWALK WIDTH. EXPANSION JOINTS EVERY

40" MAX SPACING.

2. LONGITUDINAL SLOPE NOT TO EXCEED 5% (EXCEPT ON PED RAMPS),
TRANSVERSE SLOPE NOT TO EXCEED 2%.

SEE DETAIL C FOR DIMENSIONS

CONCRETE VERTICAL CURB WHERE SHOWN

NOT TO SCALE

NOT TO SCALE

EXPANSION JOINTS EVERY 40" MINIMUM. SCORE JOINTS 10" MINIMUM.

CURBS.

R=§"— [~ 6 S R=1" FG SURFACE
8” THICK CONCRETE 4000 PSI - A
@ 28 DAYS 7 A 6 R=4" R=4"
4 vv < V& <« < N
< 4 a . ) “ ., . v FG SURFACE - .
y < 4 <a 4 18 B <
/ v P4 12" v v
cOCwotcs ‘?’i al ! "= % o N B S .
—— 12" ==t =] T=IT=TF 3 ‘\ / 2
1=~ [ 1=I11 k! \_
4" CL. 2 AGGR. BASE o - J/
|« 7 _o| —CONCRETE TO BE - 7 ]
., 4000 PS|I @ 28 DAYS
12" SUB GRADE & ALL FILL ”
COMPACTED TO 95% R.D. 6" VERTICAL CURE FLUSH CURE
NOTES: NOTES:
1. THICKEN ALL EDGES OF CONCRETE SLABS AN EXTRA 2" FOR A MINIMUM 1. A.C PAVING ADJACENT TO CURBS SHALL BE FLUSH WITH THE BEGINNING
OF 12" BATTER OF CURB FACE.
2. INSTALL SCORE AND EXPANSION JOINTS PER ARCHITECTS PLANS. 2. INSTALL #* WIDE EXPANSION JOINTS AT 50° MAX. INTERVALS AS WELL AS

RETURNS AND 4" SCORED CONTROL JOINTS AT 10° MAX INTERVALS ON ALL

NOT TO SCALE

EXISTING LANDSCAPE
R= ” R=1"
\ ' o

I=Th: =i ,,

—_ |ﬁm A 6
|-|:||—| ) v, q v

S 12"
30" T
’ v <

v, XFG SURFACE
R 12

\CONCRETE TO BE
4000 PSI @ 28 DAYS

NOTES:
1. INSTALL #” WIDE EXPANSION JOINTS AT 50’ MAX. INTERVALS AS WELL AS

RETURNS AND 4" SCORED CONTROL JOINTS AT 10° MAX INTERVALS ON ALL
CURBS.

TYPICAL PEDESTRIAN RAMP DETAIL

ON—=SITE TRUNCATED DOMES

TYPICAL 6" CURE AND GUTTER DETAIL

RAMP SLOPE TO BE 7.5%
MAX (TYPICAL)

'—7 5" MIN

—_—

LANDSCAPE AREA

6" WIDE RETAINING

CURB. (WHEN SHOWN‘)\

RAMP SLOPE TO BE 7.5 %

MAX (TYPICAL)

NOT TO SCALE

a = <

a4

LANDING SLOPE ‘
SHALL NOT EXCEEN\ .
1.5% IN ANY . 4

DIRECTION (TYPICAL); "

A 4
LANDING 4

1
<
<
‘\“ IS 4 . !

A4 < a4

S m— 500001 . S—

z 3
,7 4 A a4
< <

a4 <

S

4 a
<-LANDING |

MIN

. N < 000000 oAl e
¥ cUrB sLopes [0 C 0 ON 1 acurs sLores  |” X
WITH RAMP FIUSH (NO'T19) WITH_RAMP \
VARIES N— 3’ DEEP TRUNCATED LANDING SLOPE

.~ PER  — =l 5" MIN —=] DOMES, EXTEND THE FULL

SHALL NOT EXCEED

NOT TO SCALE

—=| |~ 0.45" TOP DIA
—

NOTES:

1. ALL DETECTABLE WARNING SURFACES SHALL BE 3'X5’
CAST IN PLACE PREFABRICATED TRUNCATED DOMES.

2. TRUNCATED DOMES SHALL BE MADE OF A VITRIFIED
POLYMER INCLUDING ALUMINUM OXIDE.

3. TRUNCATED DOMES SHALL BE ADA SOLUTIONS, CAST
IN PLACE WITH REPLACEABLE PANELS.

4. COLOR SHALL BE FEDERAL YELLOW, (FEDERAL COLOR

0.20" —

©
—>| 0.90" BASE DIA

RAISED TRUNACTED DOME

2.35 NO. 33538).
% 5. DOMES TO BE 'IN—LINE’, PARALLEL TO CURBING, WITH
\) O ’ ’
2.35' \') O @ @ @ @ A HEIGHT OF 0.2", BASE DIAMETER OF 0.9", AND TOP

® DIAMETER OF 0.45”, SPACED AT 2.35” O.C.

O @ @ @ @ @ 6. FIELD SURFACE & TOP OF DOMES TO HAVE A DOTTED

@ @ @ @ @ @ TEXTURE FOR SLIP RESISTANCE. DENSITY OF DOTS IN THE
FIELD AREA TO BE 30 PER SQUARE INCH MINIMUM.

@ @ @ @ @ @ 7. INSTALLATION PER MANUFACTURES SPECIFICATIONS.
8. THE EDGE OF THE DETECTABLE WARNING SURFACE

RAISED TRUNACTED DOME
PATTERN (IN—LINE)

NEAREST THE STREET SHALL BE BETWEEN 6" & 8" FROM
THE STREET SURFACE.

NOT TO SCALE

SLOPE

1.

LZ" MIN. SAND OR A.B. CUSHION
TO BE COMPACTED TO 95%
RELATIVE DENSITY.

VERTICAL CURB

ISA PARKING SIGN (R99) OVER

"MIN FINE” SIGN R99B OVER

"VAN ACCESSIBLE” SIGN R7-8B.

RAMP TYPE VARIES
ER PLANS.

NOT TO SCALE
ISA PARKING SIGN (R99) OVER
"MIN FINE” SIGN R99B.

SIDEWALK

&—— | SIDEWALK

(BLUE) 4” STRIPE
OR CURB LINE

FEDERAL INTERNATIONAL
ACCESSIBILITY SYMBOL
PER CALTRANS REVISED
STD PLAN, RSP A24C
(WHITE BORDER & FIGURE)
(BLUE BACKGROUND)

UNAUTHORIZED VEHICLES PARKED
IN DESIGNATED ACCESSIBLE
SPACES NOT DISPLAYING
DISTINGUISHING PLACARDS OR
SPECIAL LICENSE PLATES ISSUED
FOR PERSONS WITH DISABILITIES
WILL BE TOWED AWAY
AT THE OWNER'S EXPENSE

TOWED VEHICLES MAY BE
RECLAIMED AT
CHICO POLICE DEPT.

OR BY TELEPHONING:
530-895-4911

A

SIGN R100B (CA)
SEE NOTE 1 & 3

SIGN NOTES:

(BLUE) 4" BORDER STRIPES
(BLUE) 4" STRIPES @ 36" O.C.

THE WORDS "NO PARKING”, SHALL BE
PAINTED IN BLUE LETTERS NO LESS
THAN 1’=0" HIGH AND LOCATED SO
THAT IT IS VISIBLE TO TRAFFIC
ENFORCEMENT OFFICIALS.

8’ MIN VAN

9’ MIN

>1\2' MIN VAN

/(

DBEING
LY |

\\

MU
FIlE$250

PLAQUE R99B (CA)
SEE NOTE 1 & 2

VAN
ACCESSIBLE

SIGN R99 (CA)
SEE NOTE 1 & 2

SIGN R7-8B
SEE NOTE 1 & 2

ONE IN EVERY EIGHT ACCESSIBLE OFF—STREET PARKING STALLS, BUT NOT LESS THAN ONE, SHALL BE SERVED BY

AN ACCESSIBLE AISLE OF 8-—0" MINIMUM WIDTH AND SHALL BE SIGNED VAN ACCESSIBLE. THE R7—8B SIGN SHALL BE
MOUNTED BELOW THE R99B (CA) PLAQUE. (SEE SITE PLANS FOR SPEFICI LOCATIONS OF VAN ACCESSIBLE SPACES.

2. WHERE PLAQUE R99B (CA), SIGN R99 (CA) OR SIGN R7—8B ARE INSTALLED, THE BOTTOM OF THE SIGN OR PLAQUE
PANEL SHALL BE A MINIMUM OF 7'-0" ABOVE THE SURROUNDING SURFACE.

3. A R100B (CA) SIGN SHALL BE POSTED IN A CONSPICUOUS PLACE AT EACH ENTRANCE TO OFF—STREET PARKING
FACILITIES OR IMMEDIATELY ADJACENT TO AND VISIBLE FROM EACH STALL. THE SIGN SHALL INCLUDE THE TELEPHONE
NUMBER TO RECLAIM TOWED VEHICLES. (SEE SITE PLANS FOR SPECIFIC LOCATIONS OF SIGNS)

SLOPE SEE DETAIL B e DIRECTIC;N5?T|Y'\I=I’I€EI_Y)
Designed: Revision Date By
S @ NORTHSTAR CHICO AREA REC. AND PARK DIST. DETAILS
Approved = - Designing solutions 545 VALLOMBROSA AVE CARD ADA SITE IMPROVEMENTS
. 111 MISSION RANCH BLVD. SUITE 100, CHICO, CA 95926 APN Numb Job Numb .y OcCale
Date: MARCH 2023 PHONE: (530) 893-1600 www.northstareng.com CHICO, CALIFORNIA 95926 003_24;]!22:" 023_02': er % % Sheet 2 Of 38
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BEST MANAGEMENT PRACTICES (BMP's)

(BMP) THE METHODS USED FOR BEST MANAGEMENT PRACTICES (BMP’S) ON THIS PROJECT ARE AS SHOWN ON THESE PLANS ARE AS FOLLOWS:

1. PRIOR TO ANY DEMOLITION OR GRADING A CONSTRUCTION FENCE SHALL BE ESTABLISHED AROUND THE PERIMETER TO PREVENT UNAUTHORIZED
VEHICULAR ENTRY.

2. ALL EROSION CONTROL MEASURES SHALL CONFORM TO THE CITY OF CHICO STANDARDS AND THE EROSION CONTROL PLANS SHOWN ON THE
CONSTRUCTION DRAWINGS.

3. INTERIM EROSION CONTROL MEASURES MAY BE NEEDED AND SHALL BE INSTALLED DURING CONSTRUCTION TO ASSURE ADEQUATE EROSION
CONTROL FACILITIES ARE IN PLACE AT ALL TIMES.

4. ALL MULCH MAY BE STRAW OR RICES. ALL MULCH SHOULD BE USED WITH A TACKIFIER.
5. ALL SANDBAGS MAY BE GRAVEL OR SAND FILLED BAGS UNLESS SPECIFIED DIFFERENT.

6. ALL SLOPES WITH DISTURBED SOILS GREATER THAN 10% THAT ARE FREE OF VEGETATION SHALL HAVE EARTHGUARD APPLIED OR MULCH
SPREAD AND TACKED DOWN PRIOR TO A 30% CHANCE OF RAIN.

7. DUST CONTROL MEASURES IN THE FORM OF WATER APPLICATION TO ALL EXPOSED SOIL SURFACES TO PREVENT THE TRANSPORT OF SOIL FROM
EXPOSED SURFACES ON CONSTRUCTION SITES IN THE FORM OF AIRBORNE PARTICLES. WATERING OF EXPOSED SOIL SURFACES SHALL OCCUR AT
LEAST TWICE DAILY, PREFERABLY IN THE LATE MORNING AND AFTER WORK IS DONE FOR THE DAY. ALL CLEARING, GRADING, EARTH MOVING OR
EXCAVATION ACTIVITIES SHALL CEASE WHEN WINDS EXCEED 15 MPH AVERAGED OVER 1 HOUR.

8. ALL CONSTRUCTION TRAFFIC SHALL REMAIN ON PAVED SURFACE. IF CONTINUOUS ACCESS IS NEEDED TO THE DISTURBED AREA INSTALL A
STABILIZED POINT OF INGRESS/EGRESS. THE CONTRACTOR SHOULD PLACE 3” TO 6” ANGULAR ROCK WITH A MINIMUM DEPTH OF 12" IN
CONJUNCTION WITH AN UNDERLAY OF FILTER FABRIC. ANY SOIL MATERIAL CARRIED ONTO STREET SURFACES BY CONSTRUCTION EQUIPMENT SHALL
BE REMOVED ON A DAILY BASIS. (BROOM CLEAN DO NOT USE WATER TO WASH THE STREET)

9. ALL ROADS SHALL BE PAVED AS SOON AS FEASIBLE OR WATERED PERIODICALLY OR CHEMICALLY STABILIZED.

10. THE EROSION CONTROL PLAN SHALL BE RE—EVALUATED AND ADJUSTED ACCORDINGLY AS THE SITE CHANGES AND AFTER RAIN EVENTS.

11. WASHING OF CONCRETE EQUIPMENT AND TOOLS AT ANY LOCATION OTHER THAN A DESIGNATED CONCRETE WASHOUT IS A VIOLATION OF LAW
AND SUBJECT TO FINE.

12. ALL FUELING AND MAINTENANCE OF VEHICLES AND EQUIPMENT IS TO BE DONE OFF SITE OR IN DESIGNATED AREA.
13. TRASH SHALL BE PICKED UP AND DISPOSED OF IN A COVERED TRASH ENCLOSURE PRIOR TO 30% CHANCE OF RAIN.

DUST SUPPRESSION NOTES

1. CONDUCT DAILY CLEANUP. THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION
VEHICLES. DURING CLEARING GRADING, EARTH—MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR
SPRINKLER SYSTEMS ARE TO BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES
CEASE.

2. COVER HAUL TRUCKS WITH TARPAULINS OR OTHER EFFECTIVE COVERS AT ALL TIMES, EXCEPT WHEN LOADING OR UNLOADING MATERIALS.

3. WATER ALL EXPOSED EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE
DAY. FURTHER, THE FREQUENCY OF WATERING SHALL INCREASE IF REQUIRED BY THE BUTTE COUNTY AIR POLLUTION CONTROL DISTRICT.

4. ALL CLEARING, GRADING, EARTH—MOVING, OR EXCAVATION ACTIVITIES SHALL CEASE WHEN WINDS EXCEED 15 MPH AVERAGED OVER 1 HOUR.
5. THE AREA DISTURBED BY DEMOLITION, CLEARING, GRADING, EARTH—MOVING, OR EXCAVATION OPERATIONS SHALL BE MINIMIZED AT ALL TIMES.

6. PORTIONS OF THE CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL
GRASS COVER IS GROWN.

7. THE APPLICANT SHALL MINIMIZE CONSTRUCTION—RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD
CONDITION AND IN PROPER TUNE ACCORDING TO MANUFACTURER’S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT
ALLOWING CONSTRUCTION EQUIPMENT TO BE LEFT IDLING FOR LONG PERIODS.

8. ALL ON—SITE VEHICLES SHOULD BE LIMITED TO A SPEED OF 15 MPH ON UNPAVED ROADS.

9. RE-VEGETATE ALL EXPOSED SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST
SUPPRESSION PLAN SHALL BE SUBMITTED TO THE COUNTY OF BUTTE FOR REVIEW AND APPROVAL PRIOR TO ISSUANCE OF A GRADING PERMIT.

10. SOIL STOCKPILED FOR MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST
GENERATION.

11. ABIDE BY THE FOLLOWING ADDITIONAL MEASURES DURING ALL CONSTRUCTION ACTIVITY:
A. USE ALTERNATIVES TO OPEN BURNING OF VEGETATIVE MATERIAL DURING ALL CLEARING AND CONSTRUCTION.

12. OTHER MEASURES AS DETERMINED APPROPRIATE BY THE AIR QUALITY MANAGEMENT DISTRICT AND CITY OF CHICO TO REDUCE DUST.
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1. CONDUCT DAILY CLEANUP. THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  CONDUCT DAILY CLEANUP. THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION CONDUCT DAILY CLEANUP. THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  DAILY CLEANUP. THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION DAILY CLEANUP. THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  CLEANUP. THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION CLEANUP. THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION THIS PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION PRACTICE SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION SHALL INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION INCLUDE REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION REMOVAL OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION OF MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION MUD AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION AND DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION DUST CARRIED ONTO STREET SURFACES BY CONSTRUCTION  CARRIED ONTO STREET SURFACES BY CONSTRUCTION CARRIED ONTO STREET SURFACES BY CONSTRUCTION  ONTO STREET SURFACES BY CONSTRUCTION ONTO STREET SURFACES BY CONSTRUCTION  STREET SURFACES BY CONSTRUCTION STREET SURFACES BY CONSTRUCTION  SURFACES BY CONSTRUCTION SURFACES BY CONSTRUCTION  BY CONSTRUCTION BY CONSTRUCTION  CONSTRUCTION CONSTRUCTION VEHICLES. DURING CLEARING GRADING, EARTH-MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR  DURING CLEARING GRADING, EARTH-MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR DURING CLEARING GRADING, EARTH-MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR  CLEARING GRADING, EARTH-MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR CLEARING GRADING, EARTH-MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR  GRADING, EARTH-MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR GRADING, EARTH-MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR  EARTH-MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR EARTH-MOVING, EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR  EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR EXCAVATION, OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR  OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR  TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR TRANSPORTATION OF CUT OR FILL MATERIALS, WATER TRUCKS OR  OF CUT OR FILL MATERIALS, WATER TRUCKS OR OF CUT OR FILL MATERIALS, WATER TRUCKS OR  CUT OR FILL MATERIALS, WATER TRUCKS OR CUT OR FILL MATERIALS, WATER TRUCKS OR  OR FILL MATERIALS, WATER TRUCKS OR OR FILL MATERIALS, WATER TRUCKS OR  FILL MATERIALS, WATER TRUCKS OR FILL MATERIALS, WATER TRUCKS OR  MATERIALS, WATER TRUCKS OR MATERIALS, WATER TRUCKS OR  WATER TRUCKS OR WATER TRUCKS OR  TRUCKS OR TRUCKS OR  OR OR SPRINKLER SYSTEMS ARE TO BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  SYSTEMS ARE TO BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES SYSTEMS ARE TO BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  ARE TO BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES ARE TO BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  TO BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES TO BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES BE USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES USED TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES TO PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES PREVENT DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES DUST FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES FROM LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES LEAVING THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES THE SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES SITE AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES AND TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES TO CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  CREATE A CRUST AFTER EACH DAY'S ACTIVITIES CREATE A CRUST AFTER EACH DAY'S ACTIVITIES  A CRUST AFTER EACH DAY'S ACTIVITIES A CRUST AFTER EACH DAY'S ACTIVITIES  CRUST AFTER EACH DAY'S ACTIVITIES CRUST AFTER EACH DAY'S ACTIVITIES  AFTER EACH DAY'S ACTIVITIES AFTER EACH DAY'S ACTIVITIES  EACH DAY'S ACTIVITIES EACH DAY'S ACTIVITIES  DAY'S ACTIVITIES DAY'S ACTIVITIES  ACTIVITIES ACTIVITIES CEASE. 2. COVER HAUL TRUCKS WITH TARPAULINS OR OTHER EFFECTIVE COVERS AT ALL TIMES, EXCEPT WHEN LOADING OR UNLOADING MATERIALS. 3. WATER ALL EXPOSED EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  WATER ALL EXPOSED EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE WATER ALL EXPOSED EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  ALL EXPOSED EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE ALL EXPOSED EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  EXPOSED EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE EXPOSED EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE EARTH SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE SURFACES. THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE THIS PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE PRACTICE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE SHALL BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE BE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE CONDUCTED AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE AT A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  A MINIMUM IN THE LATE MORNING AND AT THE END OF THE A MINIMUM IN THE LATE MORNING AND AT THE END OF THE  MINIMUM IN THE LATE MORNING AND AT THE END OF THE MINIMUM IN THE LATE MORNING AND AT THE END OF THE  IN THE LATE MORNING AND AT THE END OF THE IN THE LATE MORNING AND AT THE END OF THE  THE LATE MORNING AND AT THE END OF THE THE LATE MORNING AND AT THE END OF THE  LATE MORNING AND AT THE END OF THE LATE MORNING AND AT THE END OF THE  MORNING AND AT THE END OF THE MORNING AND AT THE END OF THE  AND AT THE END OF THE AND AT THE END OF THE  AT THE END OF THE AT THE END OF THE  THE END OF THE THE END OF THE  END OF THE END OF THE  OF THE OF THE  THE THE DAY. FURTHER, THE FREQUENCY OF WATERING SHALL INCREASE IF REQUIRED BY THE BUTTE COUNTY AIR POLLUTION CONTROL DISTRICT. 4. ALL CLEARING, GRADING, EARTH-MOVING, OR EXCAVATION ACTIVITIES SHALL CEASE WHEN WINDS EXCEED 15 MPH AVERAGED OVER 1 HOUR. 5. THE AREA DISTURBED BY DEMOLITION, CLEARING, GRADING, EARTH-MOVING, OR EXCAVATION OPERATIONS SHALL BE MINIMIZED AT ALL TIMES. 6. PORTIONS OF THE CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  PORTIONS OF THE CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL PORTIONS OF THE CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  OF THE CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL OF THE CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  THE CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL THE CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL CONSTRUCTION SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL SITE TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL TO REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL REMAIN INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL INACTIVE LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL LONGER THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL THAN A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL A PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL PERIOD OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL OF 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  14 DAYS SHALL BE SEEDED AND WATERED UNTIL 14 DAYS SHALL BE SEEDED AND WATERED UNTIL  DAYS SHALL BE SEEDED AND WATERED UNTIL DAYS SHALL BE SEEDED AND WATERED UNTIL  SHALL BE SEEDED AND WATERED UNTIL SHALL BE SEEDED AND WATERED UNTIL  BE SEEDED AND WATERED UNTIL BE SEEDED AND WATERED UNTIL  SEEDED AND WATERED UNTIL SEEDED AND WATERED UNTIL  AND WATERED UNTIL AND WATERED UNTIL  WATERED UNTIL WATERED UNTIL  UNTIL UNTIL GRASS COVER IS GROWN. 7. THE APPLICANT SHALL MINIMIZE CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  THE APPLICANT SHALL MINIMIZE CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD THE APPLICANT SHALL MINIMIZE CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  APPLICANT SHALL MINIMIZE CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD APPLICANT SHALL MINIMIZE CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  SHALL MINIMIZE CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD SHALL MINIMIZE CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  MINIMIZE CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD MINIMIZE CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD CONSTRUCTION-RELATED EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD EXHAUST EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD EMISSIONS BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD BY MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD MAINTAINING CONSTRUCTION EQUIPMENT ENGINES IN GOOD  CONSTRUCTION EQUIPMENT ENGINES IN GOOD CONSTRUCTION EQUIPMENT ENGINES IN GOOD  EQUIPMENT ENGINES IN GOOD EQUIPMENT ENGINES IN GOOD  ENGINES IN GOOD ENGINES IN GOOD  IN GOOD IN GOOD  GOOD GOOD CONDITION AND IN PROPER TUNE ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  AND IN PROPER TUNE ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT AND IN PROPER TUNE ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  IN PROPER TUNE ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT IN PROPER TUNE ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  PROPER TUNE ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT PROPER TUNE ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  TUNE ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT TUNE ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT TO MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT MANUFACTURER'S SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT SPECIFICATIONS AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT AND DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT DURING SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  SMOG SEASON (MAY THROUGH OCTOBER) BY NOT SMOG SEASON (MAY THROUGH OCTOBER) BY NOT  SEASON (MAY THROUGH OCTOBER) BY NOT SEASON (MAY THROUGH OCTOBER) BY NOT  (MAY THROUGH OCTOBER) BY NOT (MAY THROUGH OCTOBER) BY NOT  THROUGH OCTOBER) BY NOT THROUGH OCTOBER) BY NOT  OCTOBER) BY NOT OCTOBER) BY NOT  BY NOT BY NOT  NOT NOT ALLOWING CONSTRUCTION EQUIPMENT TO BE LEFT IDLING FOR LONG PERIODS. 8. ALL ON-SITE VEHICLES SHOULD BE LIMITED TO A SPEED OF 15 MPH ON UNPAVED ROADS. 9. RE-VEGETATE ALL EXPOSED SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  RE-VEGETATE ALL EXPOSED SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST RE-VEGETATE ALL EXPOSED SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  ALL EXPOSED SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST ALL EXPOSED SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  EXPOSED SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST EXPOSED SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST SURFACES. THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST THIS SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST SHALL BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST BE COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST COMPLETED AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST AS SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST SOON AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST AS POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST POSSIBLE TO REDUCE DUST EMISSIONS. THE DUST  TO REDUCE DUST EMISSIONS. THE DUST TO REDUCE DUST EMISSIONS. THE DUST  REDUCE DUST EMISSIONS. THE DUST REDUCE DUST EMISSIONS. THE DUST  DUST EMISSIONS. THE DUST DUST EMISSIONS. THE DUST  EMISSIONS. THE DUST EMISSIONS. THE DUST  THE DUST THE DUST  DUST DUST SUPPRESSION PLAN SHALL BE SUBMITTED TO THE COUNTY OF BUTTE FOR REVIEW AND APPROVAL PRIOR TO ISSUANCE OF A GRADING PERMIT. 10. SOIL STOCKPILED FOR MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  SOIL STOCKPILED FOR MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST SOIL STOCKPILED FOR MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  STOCKPILED FOR MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST STOCKPILED FOR MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  FOR MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST FOR MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST MORE THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST THAN TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST TWO DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST DAYS SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST SHALL BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST BE COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST COVERED, KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST KEPT MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST MOIST, OR TREATED WITH SOIL BINDERS TO PREVENT DUST  OR TREATED WITH SOIL BINDERS TO PREVENT DUST OR TREATED WITH SOIL BINDERS TO PREVENT DUST  TREATED WITH SOIL BINDERS TO PREVENT DUST TREATED WITH SOIL BINDERS TO PREVENT DUST  WITH SOIL BINDERS TO PREVENT DUST WITH SOIL BINDERS TO PREVENT DUST  SOIL BINDERS TO PREVENT DUST SOIL BINDERS TO PREVENT DUST  BINDERS TO PREVENT DUST BINDERS TO PREVENT DUST  TO PREVENT DUST TO PREVENT DUST  PREVENT DUST PREVENT DUST  DUST DUST GENERATION. 11. ABIDE BY THE FOLLOWING ADDITIONAL MEASURES DURING ALL CONSTRUCTION ACTIVITY: A. USE ALTERNATIVES TO OPEN BURNING OF VEGETATIVE MATERIAL DURING ALL CLEARING AND CONSTRUCTION. 12. OTHER MEASURES AS DETERMINED APPROPRIATE BY THE AIR QUALITY MANAGEMENT DISTRICT AND CITY OF CHICO TO REDUCE DUST.
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Chico Area Recreation and Park District Board of Directors
Facility Committee

Staff Report FA-23-007

STAFF REPORT

DATE: April 19, 2023
TO: Board of Directors
FROM: Scott Schumann, Parks and Facilities Manager

SUBJECT: Community Park Lighting Replacement

A softball field lighting audit conducted at Community Park resulted in the following:

Community Park Total Lights Number of Lights Percentage of

Softball Field Absent Absent Lighting
Barile Field 37 14 38%
Booth Field 38 7 14%
Mertz Field 37 8 18%
Total 112 29 25%

Aging 1000W metal halide bulbs currently light the fields. This lighting standard is antiquated
technology and is no longer for sale in California. Metal halide bulbs are increasingly difficult
to source, and the quality is significantly degraded when they are located. The existing aging
system has corroded screens, gaskets, and snap rings, in addition to aging wiring and
ballasts.

All three fields were re-lamped in 2022. However, 29 of those lamps are not functional
indicating the issue is likely the ballasts or wiring. The lighting level at Barile is poor and
deemed unplayable after sunset. Night programming in that field can only be restored once
the lighting issues are addressed.

Several quotes were acquired to address lighting:

1. Full Replacement to LED with 10-year warranty: $742,000
i. Including relocation of 3 poles $826,000
2. Full Replacement Materials Only $327,500 (+ install)

3. Replacement of 29 bulbs to LED with 5-year parts warranty: $26,800*
*Troubleshooting and repairs will increase the price

4. Replacement of 29 bulbs/ballasts with 1T000W (no warranty) $11,400

5. Replacement of 29 bulbs/ballast with 1000W (project crew) $7500
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Chico Area Recreation and Park District Board of Directors
Facility Committee

Recommendation:

It is recommended that the District select option 3. This approach would replace absent
lighting with improved LED technology recognizing the future need for additional retrofitting.
This is a medium-term solution that improves lighting conditions with some warranty. The
five-year window allows for planning the District's competing priorities, time to secure
alternative fund sources, and resume programming in the three fields.

Option 3 may require engineering to ensure the retrofit produces the requisite footcandle
standard and would increase the overall project cost.

Savings from completed 2022-23 capital projects can be reallocated to fund the lighting
retrofit in order to proceed with option 3.
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Chico Area Recreation and Park District Board of Directors
Facility Committee

Staff Report FA-23-008

STAFF REPORT

DATE: April 19, 2023
TO: Board of Directors
FROM: Annabel Grimm, General Manager

SUBJECT: Sports Field Development

Various sport field options have been considered to increase the capacity for softball, soccer,
lacrosse, and baseball.

Additional softball fields will increase the District's ability to rent fields for tournament use and
relieve pressure on user groups. However, the addition of softball field(s) will displace soccer on the
associated turf or be costly to District, requiring relocation of existing infrastructure. The following
scenarios are presented with the attached appendix and staff recommendation.

Scenario 1: Converting Field (existing) to Softball at DeGarmo - Estimate: $410,000
Requires minimal re-grading, leverages existing lighting, and allows hosting four field tournaments.
User groups have indicated a willingness to assist with fundraising for this improvement.

Scenario 2: Additional Fields and Backstops at Wildwood - Estimate $820,000
Requires re-grading, irrigation upgrades, a potential need for additional lighting, and relocation of
soccer fields to an alternate location.

Scenario 3: Reconfigure Softball Fields at Hooker Oak - Estimate: $1,500,000
Requires removal of Doryland Field, removal of several mature sycamore trees, and relocation of

existing lighting.

Recommendation: Combination of Scenario 1 and 2:

DeGarmo: Install 2 artificial turf fields in the undeveloped portion of the Park $3,700,00
DeGarmo: Install 1 new 200" Softball Field at DeGarmo Park $410,000
DeGarmo: Install 1 new T-ball Backstop $13,000*
Wildwood Install 1 new T-ball Backstop $13,000*
Wildwood: Install Infield Irrigation to Wildwood Park Softball Infields $7,500

Total: 4,143,000
*Potential donations from user groups
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DeGarmo Park Sponsorship Banner Map
Field 2, Veterans Field, and Hughes Field

Staff Report FA-23-009

Short fouline 3 section fence Back of dugout sections

15t Baseline — 4’ x 9.5’ (3 sections) 1** base line- 5" x 6" (8 Sections)

Short fouline 3 section fence Back of dugout sections

3rd Baseline — 4’ x 9.5’ (3 sections) 31 base line- 5’ x 6’ (8 Sections)



Sponsorship Banner Sites Details

Each field has the same sponsorship banner layout
e 22 banner sites per field
* 66 total banner sites at DeGarmo Park

e Partners install, maintain, and remove their banners

* Installation should be with metal hog rings into grommeted banners (zip ties
will deteriorate in the UV)

* No banners on red iron fence behind backstops due to paint damage
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